

Front Connector Box (Motor End) Small Connectors

Terminal Number�Wire Number�Function�Comment��left ROW������100 (fm red)�Sol mould close����101 (fm blue)�sol Safety pressure����103 (fm green)�sol carriage fwd����104 (fm yellow)�sol inject����105 (fm white)�sol inject pressure 1����106 (fm black)�sol hold pressure����109 (fm brown)�sol screw back����110 (fm violet)�sol suck back����108 (fm orange)�sol carriage back����111 (fm pink)�sol mould open����118 (fm turquoise)�sol pump 2/FAST close����117 (fm grey)�sol load pump����113�sol eject fwd����114�sol eject back����115�sol core in����116�sol core out����133�sol air blast����229�prop pressure valve�����prop speed valve����140�alarm����2424�24v direct supply for alarm always on����1�24v red�guard Switched���1�24v red�Guard Switched���1�24v red�guard switched���1�24v red�guard switched���1�24v red�guard Switched���1�24v red�Guard Switched���1�24v red�guard switched���1�24v red�guard switched��������2�0v white����2�0v white����2�0v white����2�0v white���

right ROW������48 (fm red/blue)�24-ls Nozzle guard����27 (fm green/red)�30-ls Carriage fwd����32 (fm yellow/red)�40-ls injection hold����38 (fm white/red)�41-ls screw back����41 (fm red/black)�42-ls suck back����33 (fm red/brown)�31-ls carriage back����56�10-ls eject fwd�connect to 24v if ejectors not used���58�11-ls eject back�connect to 24v if ejectors not used���64�12-ls core in�connect to 24v if cores not used���68�13-ls core out�connect to 24v if cores not used���79

(f black 1mm)�oil level too low�blue from level switch

x40���3500

(f black 1mm)�oil level getting low�earth from level switch

x41

���3�+24v unswitched

red�Alarm red brown to level switches���3�+24v unswitched

red�supply to lube unit sensor���75�Lube Ok�x4�������������203

(f Black 1mm)�to rear motor stops�wired across top of PLATEN for front stop���202

(f black 1mm)�to rear motor stops�wired across top of PLATEN for front stop�����������������������������������������������������������������������������


